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Network Video Recorder
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IP Video Input 32-ch

Two-way Audio  |Supported

Incoming Bandwidth | 320Mbps

Outgoing Bandwidth |320Mbps

Protocols HTTP; HTTPS; TCP/IP; IPv4; RTSP; UDP; NTP; DHCP; DNS;
SMTP; UPnP; IP Filter; DDNS; Alarm Server; IP Search
(Supports Dahua IP camera, DVR, NVS, etc.); P2P;Auto
Registration

HDMI/VGA Output |Supported

Recording Resolution

12MP; 8MP; 5MP; 4MP; 3MP; 2MP; 720p; D1

Audio Output Supported
Synchronous Up to 16 channels
Playback

Multi-screen Display

1st Screen: 32CH: 1/4/8/9/16/25/36
2nd Screen: 1/4/8/9/16

Decoding format

Smart H.265+; H.265; Smart H.264+; H.264; MIPEG

USB Interface |3 USB Ports (2 Rear USB 3.0, 1 Front USB 2.0 )
RS-232 and RS-485 Supported
Network 2 X RJ-45 (10 or 100 or 1000 Mbps)
Interface
Power Supp|y Single, AC100V ~ 240V, 50 ~ 60 Hz

Total output of NVR is < 16.7 W (without HDD)
Working —10 °C to +55 °C (+14 °F to +131 °F)

Environment

Dimensions (L x
W x H)

1.5U, 440mm x 411.2mm x 76mm ;

Rack-mounted

Weight

4.3 kg (9.5 Ib)

Live view/Playback |Up to 32 channels

Capability Face detection, perimeter protection (intrusion and tripwire),
VS, people counting, heat map, and SMD alarms

SATA 4 SATAIII port and 1 eSATA

Capacity up to 40 TB

Smart Detection Manual, Schedule (Regular, MD(Motion Detection) ,
Alarm, 1VS), Stop

AlI Search Face detection; perimeter protection; SMD Plus

Array Type N/A
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